GUSSET PLATE AND WELDING SIZE TABLE
FOR OVERHEAD SIGN TOWER BRACING
GUSSET PLATE| WELD SIZE MINIMUM
BRACING SIZE THICKNESS G H WELD LENGTH
3. 50 " O. D. x O. 216// THK. ,/211 5/’6” 5/’6” 4//
4.00” 0.D. x 0.226" THK. lry” 56" 546" 4"
4.50” 0.D. x 0.237" THK. Iy 56" 506" 415"
6.625” 0.D. x 0.280" THK. Iy 56" 16" 6"
8.625"” 0.D. x 0.250" THK. lp” 35" 6" 7
8.625" 0.D. x 0.322" THK. lry" 3" Yig” 7"
10.75” 0.D. x 0.365" THK. 3, 38" Yi6" 8"
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NOTES:

1. PIPE TO PIPE WELDED CONNECTION WITHOUT GUSSET

PLATES WILL BE ACCEPTABLE WITH “G” FILLET WELD SIZE.
2. FOR TOWER BRACING LOCATION. REFER TO APPROPRIATE 800 SERIES STANDARD PLATE.
3. PROVIDE SLOT IN TOWER BRACING MEMBERS FOR CONNECTION TO GUSSET PLATES.
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